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Batisen Quality Flooring has worked in partnership with Sika Sikabond elastic
adhesives for a number of years and recognise the reliability of these systems.

START

Is Substrate
Aspha lt Bas ed ?

Apply 2 x Sika ®
Primer MB or
SikaBond R apid
DPM

Apply Sikafloor ®
Level 5N as
required and

allow to fully dry

Consider use of
SikaBond © T2/T53
Liquid Batten
System for
surface
irregularities up to
3mm

A SikaBond ® Flow Chart A

Are sub strate moisture
levels and ambient
conditions suitable for
application of timber
flooring?

Does th e sub strate
need a thin layer
levelling screed >3mm?
(if Epocem 81 applied —
move on)

Does substrate
have underfloor
heating?

Is sound deadening
required?

Samples available from your local distributor and via our website

[65% - 70% Rh] but
<4% [75%-85% Rh]

Is ambi ent rel ative
humidit y (RH)
between 35-65% ?

Dehumid ify until
Relative Humidity
(RH) falls be tween

35-65%

Is substrate
moisture content
>4% by weight
[75% - 80% RH] ?

Apply Sika floor © 81
EpoCem® @
2mm thick

Is substrate
moisture content
>2% by weight ?

Apply 2 x Sika ®

Primer MB or 2 x

SikaBond Rapid
DPM

Install Floor
Using SikaBond ©
T52FC/T54/T55

Install Floor using
Sika Acoubond ®©
System

Adhesives
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Adhesives

Adhesives

P0O500IK

P0O500SLMO03
P0500SSL

PO500ASS

P0500BGB

P0500T13

PO500TR
PO500AD700

PO500MBP

P0500BD

PO500BAS

P0999RDPM

P0O500IWA500
PO500IWA1

Sika installation kit

Sika 3mm underlay 25m? per roll
12.5m? per roll

Sika T53 600ml sausage adhesive
to be used with application gun.
Sold separately.

Sika bulk gun

Sika 13kg tub of trowel adhesive T54.

Sika Trowel
Sika T55 700ml sausage

Sika Primer MB (Moisture barrier)

SikaBond 5400 dispenser

SikaBond T52FC

SikaBond Rapid DPM

Sika S30 Floor Adhesive 500ml
Sika S30

Contains: 10 x 600ml T53 sausages, professional bulk gun, 2 x reusable
precut nozzles. For approx. 20m? floor. Liquid Battens for both solid and
engineered floors.

Underlay for both solid and engineered floors. Symmetrically placed cut
outs to insert. T53 adhesive to achieve a highsound dampening effect.

Liquid battens for both solid and engineered floors.
Coverage: typically 2m? per sausage.

For use with 600m| T53 adhesive.

Trowel grade adhesive applied with Sika Trowel (sold separately)
for Solid and Engineered floors. Coverage: typically 0.6—1.0kg/m?

For use with T52/T54 adhesive.

Trowel on adhesive available in units of 1m?2.
Gireat for small flooring jobs.

2 component solvent free epoxy resin surface applied damp proof
membrane. Coverage: typically 0.25-0.5kg/m?

Time saving, air driven adhesive applicator for SikaBond T52FC
adhesive. Dispenses approximately 9m? of adhesive in less than 1 minute.

Full surface solvent free elastic wood flooring adhesive for cement screeds,
quarry tiles, chipboard etc. Applied using SikaBond 5400 dispenser.

One part and ready to use. Could be used for refurbishment projects where
old adhesive residues are present. Coverage: 2—3 coats of 85—215ml/m?

For use with Engineered Flooring.
Floor Adhesive 1 litre.
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Floorcare

Code Product description and application

Floor care for lacquered floors

Product description and application

Lagcuered and oiled floor care

James Latham stock the total range of Bona products for wood flooring. Please ask your local depot for further details.

Floor care for oiled floors

Product description and application

Visit www.bausen.co.uk for further information
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Floor finishing

These lacquers are for commercial applications. To be used with Batisen unfinshed flooring or as an additional coat on top of Batlisen
flooring with Bona lacquers. Please ask for further details.

P0O999NG5 4.95 litre Bona Naturale (2 component) 7% Gloss. For commercial applications.
A completely natural looking wooden floor with the durability and protection essential for commercial, retail or
public spaces. Slip resistance is classified according to DIN51130 AS R10 making it suitable for public areas,
restaurants, etc, with special demands for anti-slip properties. Coverage 8-10m? / litre (120g/m?)

P0999TM5 4.95 litre Bona Traffic (includes Hardner) Matt IP Finish 15% Gloss. For commercial applications

P0999TS5 4.95 litre Bona Traffic (includes Hardner) Silk Matt Finish 45% Gloss. For commercial applications.
A two component, waterborne, 100% polyurethane finish for the surface treatment of wooden floors in commercial
premises or wherever a high resistance to wear is required. Bona Traffic provides a clear, natural appearance giving
almost invisible protection when the IP (Matt) version is used. Coverage: 8 - 10m>.

P0999PR1 1 litre Bona Prep
(To decontaminate pre-finished floor prior to applying Bona Traffic/Natural etc).

Unfinished floors

P0999HO 0.75 litre Carl's Hard Wax Oil. 20 to 24m? per litre per coat. 4 hours drying time between coats.
P0999HO2 2.5 litre Carl's Hard Wax Oil. 20 to 24m? per litre per coat. 4 hours drying time between coats.
P0999C09001 1 litre Bona Oil 90

P0999C0O90 5 litre Bona Oil 90

Bona Oil 90 is a high hardening oil which contains less than 10% solvents, and is intended for the surface
treatment of untreated wooden floors exposed to normal or heavy wear. Due to its application and quick drying
time, the floor may be completed in one working day. Coverage: 12m?/litre (depending on species).
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Samples available from your local distributor and via our website



Check (st

Ensure that you have everything you need to achieve your perfect floor. Simply complete the

below checklist, filling in the relevant codes of your chosen product(s) and give the details to

your distributor when ordering.

FLOORING
Code:

N

Product description:

Code:

L e e

Product description:

ACCESSORIES (trims/Underlay/Adhesives)

Code:

O

Product description:

Code:

L e e e e

Product description:

Code:

O I O O

Product description:

Code:

O

Product description:

FLOOR CARE

Code:

O O

Product description:

Quantity

Code:

N

Product description:







Baiisen flooring is available nationally.
For further new products, latest offers and your nearest distributor please visit:

www.bausen.co.uk

Certificate No. 090/001

BM TRADA

Wood Flooring

The First Q Marked Solid
Wood Flooring Production

BAUS / FLOORING / 08-10




